BLASTING PRODUGTIVITY om

REFERENCE GUIDE

jhnorton.com
757 548 4842
info@jhnorton.com

NOZZLE PERFORMANCE GUIDE

CFM @ 100PSI

NOZZLE No. & SIZE #8, 1/2"

#7, 7116"

COMPANY INC. &sr. 1973

Air requirements shown are for nozzle use only

#6, 3/8"

#5, 5/16"

#4, 114"

#3, 3/16"

#2, 118"

SURFACE CONDITION

SQUARE FEET PER HOUR

AIR HOSE 4-5x nozzle bore size 2 1-1/2" 1-1/2" 1-1/4" 1-1/4" 1 3/4"
BLAST HOSE - 3x nozzle bore size 1-1/2" 1-1/2" 1-1/4" 1 3/4" 3/4" 1/2"
Mat. LB/HR 2200 1650 1200 900 525 320 140

- SPC-SP7

"NACE No.4  [RIGCREt

~ SA1

Loose Mill Scale 250 200 145 102 61 - -
Tight Mill Scale 211 164 121 84 50 - -
Pitted Paint 125 100 71 50 32 - -
Multicoats 100 80 58 40 25 -- --

| Loose Mill Scale 265 210 150 106 65 - --
Tight Mill Scale 220 172 125 90 55 - -

Pitted Paint 132 104 75 55 34 - -
Multicoats 106 84 60 44 25 - -

Loose Mill Scale 632 495 360 255 155 -- --

: Tight Mill Scale 420 320 240 170 102 -- -
Pitted Paint 316 246 181 128 76 -- -

= Multicoats 210 165 120 85 50 - -
Loose Mill Scale 1264 990 720 508 310 -- -

Tight Mill Scale 1264 990 720 508 310 -- -

1264 990 720 508 310 -- --

Multicoats 1264 990 720 508 310 - -
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	SURFACE CONDITION
	SQUARE FEET PER HOUR
	WHITE METAL
	SPC-SP 5 NACE No. 1 SA-3

	NEAR  WHITE
	SPC-SP 10 NACE No. 2 SA-2-1/2

	COMMERCIAL
	SPC-SP 6 NACE No. 3 SA-2

	BRUSH
	SPC-SP 7 NACE No. 4 SA-1




